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AMARIink Software Application

Product code: AMARIlink

Software for configuring the AMAR with your PC, quickly and easily.

Intuitive Software

User-friendly software to configure and deploy the AMAR with ease.

Use AMARIink to:

= Set up the AMAR channels to record

= Estimate battery and memory lifetimes

= View recorded data sessions and memory use

= Download your acoustic and oceanographic data

An intuitive user interface to:

= Easily upgrade the firmware
* Synchronize the AMAR clock to a computer or GPS signal
* Create diagnostics files for troubleshooting

Advanced Configuration Options
AMARIink provides sophisticated recording schedule options:

= Continuous recording

* Duty-cycled recording

= Session cycling to alternate high and low sample rates
Configurations can be saved to set up multiple AMARs identically.

Incorporates advanced tools for optimizing power and memory
management. Includes a comprehensive user guide.
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Features

= Easytolearn and use
* Remembers past connections and AMAR system information

System Requirements
= B2 Windows 7+ or {8 Linux operating system
. ;ﬁ Java Runtime Environment
= @IX 4 GBRAM
* @& 2 GBhard disk space
= M 100BASE-T Ethernet Interface
= For AMAR G4 ACE and Ultra Deep:
= % Wi-Fi network adapter
= For AMAR G4 PVC 2X:
= i Ethernet port (RJ]45 socket)
= AMAR Comms Box and Ethernet cable
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Status
Recording sessions stored: 177
Used space: 57.80GB
Sessions Recorded
Start time (UTC) End time (UTC) Duration
20150707 17:07:52  [2015-07-07 17:08:51 l00:00:59 | A
20150522 21:23:53
» Select Al
£ oowrload
3 session(s) selected
(0.98 GB total
0150823 00:5%55 | 0150823012352 [00:29:59 | ¢ )
f Download Manager X
Downloads: ]
| Total data dowrioad: 100.00 % |
AMAR: Ringo Complete @ B ® E;]
| Sessondownload: 100.00% |
View Schedue Edit Schedule I
otal data donnload:
R Downloading @ B %@
AMAR Properties [ISession download: 15.05 % Session 10f 3
Alizs within AMARlnk: AM
1P address: | Clear Completed Close
Madel: G3| T RIISUEZIUZSEST [ 3 J0U2SSy
Creutboard SN: 40 |2015-08-2308:23:53  |2015-08-2308:55:52 __00:29:59
AMAR ID: 201508-2308:53:53 | 2015-08-2309:23:52__[00:29:59
. 2015-08-2309:23:53 | 015-08-2309:53:52__00:28:50 o
rmware version: 20
Memory Status
Recording sessions stored: 177
| EEESS 57.80 GB
[ Frez space 198,20 GB
Capacity 256.00 (B
Memory modules installeds 1
77.42% Free
Sensors Installed
Channel  Sensor Desaription Power Hea...
1 M36-v0-100 Fﬂ Hydraphane, -200 dBV re 1uPa © 250 Hz, Volta. . |5
z MBE-3508 (GTI Hydrophone, 165 dBV re 1uPa @ 250 Hz, Volta... |5
20 HIH3031 ‘Grboard relative-humidity sensor (Honeywell A
21 AMAR-BATL (Current from battery inputs A
23 AMAR-BATV Voltage of AMAR battery input. A
[5 TfisLzana0 (Onboard temperature sensor NJA
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